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A CLEANER, MORE IMPROVED WAY TO MOW

BAD BOY
NCCESSORIES

= DUAL 16CC HYDRO-GEAR PUMPS = PREMIUM ADJUSTABLE SUSPENSION SEAT

= DUAL 18CI PARKER WHEEL MOTORS = PEER CAST IRON MAINTENANCE-FREE SPINDLES
= PATENTED 3-LINK REAR TRAILING ARM SUSPENSION = ADJUSTABLE FOOTREST

= PATENTED INDEPENDENT FRONT SUSPENSION = REAR DECK STRIPING KIT

= HEAVY-DUTY CAST |I-BEAM RAILS = NO-FLAT FRONT TYRES

= 3-GAUGE/6MM DECK WITH REINFORCED 9.5MM SIDES = REAR MICHELIN X TWEEL WHEELS STANDARD

= HEAVY-GAUGE, ALL-STEEL, ALL-WELDED FRAME = REAR DISCHARGE MOWER DECK

= PATENTED DUAL DECK SUPPORT ISOLATORS
= DECK LIFT PEDAL WITH DECK DIAL ADJUSTMENT



POWER TO MOW ALL DAY

Picking the perfect balance of power, performance,
and comfort doesn’t mean you have to sacrifice
precision. The Rogue Rear Discharge, now
equipped with a rear discharge system instead
of the standard side discharge, offers a cleaner,
more controlled discharge of clippings, keeping

your lawn and surroundings tidy with every pass.
Featuring commercial-grade dual hydraulic
pumps and drive motors, along with our patented
EZ-Ride 3-link trailing suspension, the Rogue
doesn’t compromise on power or comfort.

Available in sizes from 61" to 72°, the Rogue
Rear Discharge delivers professional-grade
performance and an impeccable cut, raising the
bar for every other commercial or large-acreage
mower in this price range. Experience long-lasting
dependability and unmatched comfort—there’s
never been a better time to go Rogue.

REAR DISCHARGE

Rear discharge zero-turn mowers are ideal for achieving a
cleaner, more controlled mowing job, especially on lawns
with landscaping or confined spaces. The combination of
maneuverability, safety, and efficiency results in a more
controlled and consistent flow of clippings, ensuring they
are neatly deposited behind the mower without scattering
onto sidewalks, flower beds, or surrounding areas.

ENGINE
Kawasaki FX1000 999cc 35 hp

FEATURES

WARRANTY

Sy ¥

BUILT TO HANDLE THE TOUGHEST
CONDITIONS

Heavy-gauge, all-steel, all-welded and fabricated
38x76mm frame rail provides the backbone
for years of durable service. Patented Dual
Deck Support Isolators, with deck wear pad,
helps minimise damage from side impacts.
The sloped 6mm deck with reinforced 9.5mm
sides features Deck Idler Arm and Spring with
bearings for consistent tension and cutting speed.
The PEER maintenance-free, internally lubricated
spindles are made from strong ductile iron.

72" DECK

ENGINE
Kawasaki FX1000 999cc 35 hp

TRANSMISSION 3 Gauge/6mm TRANSMISSION

Hydro-Gear® 16cc Pump;
Parker® 18ci Wheel Motors

Hydro-Gear® 16cc Pump;
Parker® 18ci Wheel Motors

50mm to 127mm

SUSPENSION
Patented 3-Link Rear Trailing Arm
Suspension with Patented Front
Independent Suspension

SUSPENSION
Patented 3-Link Rear Trailing Arm
Suspension with Patented Front
Independent Suspension

CUTTING WIDTH Foot - assist manual lift with CUTTING WIDTH
61 inch/1529mm dial height adjustment 72 inch/1828mm

WEIGHT

WEIGHT

697kg 26x12-12 Tweel/15x6-6 Smooth 723kg

OVERALL HEIGHT/LENGTH

1346mm/2336mm 49.21L

CHUTE UP/DOWN WIDTH

OVERALL HEIGHT/LENGTH
1346mm/2336mm

CHUTE UP/DOWN WIDTH

1612mm/1917mm Up to 20.92km/h 1892mm/2197mm

rrp $30,580 inc ost

rrp $31,240 inc ost
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